
Photometric Diagrams  

Robin Esprite PC

 Min. zoom

Max. zoom 
Total Output: 23318 lumens 

Total Output: 12789 lumens 

Auto mode - CRI 70

Fans: Auto
High-power Mode: Off
CRI: 70
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Photometric Diagrams  

Robin Esprite PC

 Min. zoom

Auto mode - CRI 80

Fans: Auto
High-power Mode: Off
CRI: 80
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Diameter (m) 

Max. zoom 
Total Output: 18340 lumens 

Total Output: 10060 lumens 
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Photometric Diagrams  

Robin Esprite PC

 Min. zoom

Auto mode - CRI 90

Fans: Auto
High-power Mode: Off
CRI: 90
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Diameter (m) 

Max. zoom 
Total Output: 15982 lumens 

Total Output: 8910 lumens 
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Photometric Diagrams  

Robin Esprite PC

 Min. zoom

Max. zoom 
Total Output: 24630 lumens 

Total Output: 13508 lumens 

High mode - CRI 70

Fans: High
High-power Mode: Off
CRI: 70
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Photometric Diagrams  

Robin Esprite PC

 Min. zoom

Max. zoom 
Total Output:18864 lumens 

Total Output: 10777 lumens 

High mode - CRI 80

Fans: High
High-power Mode: Off
CRI: 80
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Photometric Diagrams  

Robin Esprite PC

 Min. zoom

Max. zoom 
Total Output: 16768 lumens 

Total Output: 9340 lumens 

High mode - CRI 90

Fans: High
High-power Mode: Off
CRI: 90
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Photometric Diagrams  

Fans: High
High-power Mode: On
CRI: 70

High-power mode - CRI 70

Robin Esprite PC
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 Min. zoom

Max. zoom 
Total Output: 26200 lumens 

Total Output: 14370 lumens 

Fixture settings: 
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Photometric Diagrams  

Fans: High
High-power Mode: On
CRI: 80

High-power mode - CRI 80

Robin Esprite PC
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 Min. zoom

Max. zoom 
Total Output: 19912 lumens 

Total Output: 11496 lumens 

Fixture settings: 
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Photometric Diagrams  

Fans: High
High-power Mode: On
CRI: 90

High-power mode - CRI 90

Robin Esprite PC
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 Min. zoom

Max. zoom 
Total Output: 17816 lumens 

Total Output: 10060 lumens 

Fixture settings: 
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